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PRODUCT INFORMATION

DPC 300mµ
DAMP PROOF COURSE

DPC (Damp-Proof Course) membrane is a waterproof barrier used in

building construction to prevent moisture and water transfer. Typically

made of polyethylene, it's installed between various layers of a

structure such as walls and floors to prevent rising damp and maintain

structural integrity. DPC membrane is essential for ensuring durability

and reducing moisture damage to buildings.

Technical data

Sizes

Dimensions (m x mm)
Black

Rolls per box Rolls per pallet

50 x 100 ✓ 10 480

50 x 150 ✓ 8 384

50 x 200 ✓ 6 288

50 x 250 ✓ 4 192

50 x 300 ✓ 4 192

50 x 350 ✓ 3 144

50 x 400 ✓ 3 144

50 x 450 ✓ 2 96

50 x 500 ✓ 2 96

50 x 600 ✓ 2 96

50 x 700 ✓ 1 48

50 x 900 ✓ 1 48

50 x 1000 ✓ 1 48

LDPE film, recycled

300my

Waffle texture on both sides

Each roll shrink-wrapped in PE film with a cardboard core Ø 48 mm, with a neutral Cover sticker, 4

languages and EAN code

Outer packaging in boxes of sturdy cardboard

Delivered on block pallets (100x120cm)
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DPC 300mµ

CONTINUED

Dimensions (m x mm)
Black

Rolls per box Rolls per pallet

50 x 1200 ✓ 1 48


