PRODUCT INFORMATION

PE debris net

ECONOMY 50 GR/M?

Scaffolding net, vital in construction safety, prevents debris from falling
off, shielding workers and pedestrians. Made of HDPE, it withstands
weather and enhances productivity. Regular inspection ensures its
effectiveness, promoting a secure work environment.

Technical data

Tensile strength 215N / 5cm (IS0 13937-1)

Tear strength 47N / 5cm (IS0 13937-1)

UV resistance 200 kLy

Temperature resistance -40°C / +80°C
Productinformation

= HDPE monofilament knitted net
m 2% UV-stabilised

m Eyelet tape along both long sides (single) and in the middle (double) with buttonholes every 3 cm,
212mm

m Each scaffold net packed in a transparent PE bag with a neutral COVER insert sheet, 4 languages and
EAN code

m Outer packaging in sturdy boxes of 5-ply water-resistant cardboard
m Delivered on Euro pallets (80 x 120cm)
m Pallet height approx. 210cm

Customisation

m Custom size, colour and/or weight: quantity and delivery time by arrangement
= Private label / own brand packed in box or bale
m This product cannot be printed
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PE debris net

Sizes
Size (m) |:| . |:| Quantity per box Quantity per pallet
Green White Blue
1.57 x 100 v roll 50
2.07 x100 4 rol 50
2.57 x10 v 8 160
2.57 x 20 v v 4 80
2.57 x100 v roll 50
3.07 x10 v v 8 160
3.07 x 20 v v 4 80
3.07 x 100 v roll 50
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